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ABSTRACT 

A high density of Photovoltaic generation can lead to 

problems in low voltage grids. This paper addresses the 

problem by actively and anticipatory using the load shifting 

and load influencing potentials in households. The goal is 

to achieve a local generation/load balance. To analyse the 

potential in Austrian households, a model settlement is 

generated, which represents Austria as a small village. For 

each device in these households an uninfluenced load 

profile is generated. Also the limits of load shifting are 

described. 

INTRODUCTION  

This paper addresses issues of integration of Photovoltaic 

(PV) generation in low voltage grids. In areas with a high 

density of installed PV power, situations occur where the 

power flow reverses when the generation power peaks 

exceed the maximum load. By reducing the peaks of the 

residual load profile, the share of decentralized renewable 

power generation can be increased. 

 

Demand side management (DSM) is often associated with 

the objectives of reducing peak load and smoothing the load 

curve. The goal within the project ñaDSMò, however, is to 

achieve with DSM a very flexible electric load profile 

which adapts to the given volatile supply of renewable 

sources. Renewable generation forecast is an essential 

element to actively and anticipatorily use the existing load 

shifting potentials. 

MODEL SETTLEMENT  

The use of DSM potentials focuses in a first step on the 

level of a single household as well as the whole low voltage 

grid area. Within the project ñaDSMò, a general statement 

about the benefits of DSM in Austria is made. Therefore a 

ñtypicalò low voltage is needed as research object. 

 

The goal of the model settlement is to represent the overall 

Austrian residential structure. The synthetic low voltage 

grid consists of a rural and an urban area. The generation of 

a synthetic distribution network has the advantage that 

different network situations can be represented in a single 

study area. Furthermore, the compilation of the actual 

settlement is freely selectable.  

 

Based on the population survey [1], the number of 

buildings, the type of these buildings, the number of 

households per building and the number of people per 

household are known.  

 

 
Figure 1: Austria mapped on a settlement with 300 

inhabitants 

 

By defining the number of inhabitants of the settlement, all 

other characteristics are defined. The Number of 300 people 

was chosen. Therefore the load in the settlement matches 

typical values for a single MV/LV transformer. Figure 1 

shows the compilation of the model settlement. The 300 

people live in 126 households within 60 buildings. 

POWER GRID 

The aim of this step is, to build a low voltage grid for the 

model settlement. The typical distances between buildings 

are based on practical experiences. 

 

The structure of the network is determined by the parameter 

"load density". At low load densities, as for example can 

occur in rural areas, radial networks are preferred. This 

network configuration consists of a series of branched lines 

which are supplied from a common power unit. A 

disadvantage of this network configuration is that when 

heavy loads are switched, the voltage drops can get too big. 

Furthermore, even simple failures lead to supply 

interruption for many consumers. [2] 

 

An alternative form is the openly operated ring network. 

This topology is often found in areas with higher load 

densities (e.g. urban areas). Here preferably cables are used. 

During normal network operation a separation point in the 



 C I R E D 22nd International Conference on Electricity Distribution Stockholm, 10-13 June 2013 

 

Paper 1277 

 
 

CIRED2013 Session 4 Paper No  1277      

middle remains open. Thus the ring line behaves as a radial 

network. In case of failure, this separation point will be 

closed at the end of the half-ring. At additional separating 

points the faulty section is removed. All other consumers 

can continue to be supplied. [2] 

 

Figure 2 shows the basic structure of the model network. 

The model settlement represents the Austrian building and 

living conditions. Therefore the different network types 

should also be found in the grid model.  

 
Figure 2: Grid topology - radial network (upper feeder) 

and open ring (lower feeder) [2] 

In practice, one network station will be either in a more 

rural or in a more urban region. So thereôll be only one of 

the two shown network types. In the model grid however the 

two types are combined for one station like shown in figure 

2. 

 

As the scale drawing of the model village shows (see 

Figure 3), in the urban area, a building configuration was 

found such that all requirements are met. Roads and 

buildings were drawn with the assumed size. The cable 

length of the nodes of the ring towards the land was 

sufficient for all the buildings, but also at the same time it 

led to no unrealistic line lengths within the ring network. 

 

In the rural area (lower right part of Figure 3) a "village 

arrangement" can be seen. Here occurs a mixture of 

relatively densely populated one-and two-family houses and 

small farms. In the left area, the case of a distant farm is 

covered. For the distribution system operating these distant 

farm buildings are very important. The large roof area and 

thus potentially high photovoltaic power represents the most 

critical cases in the LV power grid. 

 

 

 
Figure 3: True-scale plan of the model settlement 


