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ABSTRACT 

Community energy business models have become 

challenging as renewable energy subsidies are 

withdrawn. We describe the regulatory niche, 

operational systems and practical benefits of a novel 

approach allowing consumers to actually consume local 

generation supported by demand response technology. 

INTRODUCTION  

Community energy initiatives are widely recognised as 

a valid and useful response to the challenges of climate 

change, energy security, and energy affordability. The 

UK government published a Community Energy 

Strategy in 2014, updated 2015 [1], aimed at 

encouraging both supply and demand side projects in 

the challenging environment of the complex UK 

electricity system. Here we describe a business model 

and supporting technology designed for communities of 

electricity consumers whose common factor is that they 

reside on the same segment of the local electricity 

distribution network, typically the same low voltage 

(LV) network. An assumption of the model is that there 

is some distributed low carbon electricity generation on 

the shared LV network. This can take any of the 

common forms such as solar photovoltaics (PV), wind 

generation, combined heat and power (CHP) or micro 

hydro. The incentives from the business model are 

framed to work synergistically with the technology and 

community engagement to empower participants to 

reduce their cost of electricity through three 

mechanisms: 

Å adapting demand to make use of low cost local 

generation wherever possible; 

Å avoiding use of non-local electricity at high cost 

times such as early evening; 

Å reducing overall consumption of electricity. 

 

We report results from a practical trial of this concept 

including a comprehensive combination of features and 

demand response measures not previously tested in the 

UK. These were: 

Å a time-of-use tariff with a static baseline and a 

day-ahead dynamic adjustment reflecting the 

predicted availability of local PV-generated 

electricity; 

Å a web-based display of the current tariff and 

consumption on userôs smart phones, tablets, etc.; 

Å technology to automatically schedule loads at an 

optimum time with respect to the tariff; 

Å exploitation of domestic energy storage in batteries 

and thermal storage heaters; 

Å regular feedback on the financial savings for 

individual users and the participant group as a 

whole; 

Å a sustained program of engagement aimed at 

retaining user interest and obtaining their 

feedback.    

THE BUSINESS MODEL 

The UK Balancing and Settlement Code (BSC) includes 

a concept known as the ñComplex Siteò. This was 

conceived to apply to situations such as an industrial 

site with distributed generation present and multiple 

industrial consumers. It allows the local generation to be 

allocated to local consumption, with the aggregation of 

the generation and consumption being treated as export 

or import for the site as a whole. It requires half hourly 

metering of all connections and the processing through 

settlement of these half-hourly meter readings, which is 

currently not possible with UK domestic ñsmartò 

meters. This process is described in rather legalistic 

terms in the extract from the BSC at [2]. 

 

 

 
Figure 1. Time of day dependent tariff 

 

Energy Local has worked with metering and retail 

electricity supply partners to devise an interpretation of 

this process which allows a group of domestic 

consumers to take power from one or more small scale 

generators that share the same LV network.  The 

consumers pay a preferential tariff for the locally 

generated electricity that they use. The balance of their 

consumption is purchased from a retail supplier at a 

time-of-day dependent tariff. This supplier manages 

payments to the generator for matched power and 

presents a consolidated bill to each consumer in the 
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group. This supplier also purchases any generation that 

is not taken by the consumers in the group under a 

conventional power purchase agreement (PPA). The 

time of day tariff employed for the trial is shown in 

Fig.1 

 

A unique feature of this business model is that it 

overcomes a legal constraint on financing local 

generation by forming a community co-operative. UK 

financial regulation requires that the investing members 

of a co-operative must either be workers in, or 

consumers of, the commercial product of the enterprise. 

This is to avoid the regulatory concessions available to 

co-operatives being exploited by purely speculative 

investment offers. Where the whole output of a 

generator is sold to an electricity supplier through a 

power purchase agreement, under a recent UK 

regulatory clarification [3] the investors in the generator 

cannot be considered consumers. This model opens up 

access to locally generated power to members of a co-

operative. The enhanced value of the locally-consumed 

power improves the investment case for generation. 

 

The allocation of this local generation to local 

consumers requires a suitable fair algorithm for periods 

when generation is less than the aggregate demand. This 

algorithm finds for each half-hour a ñfill levelò L chosen 

such that for each of n consumers with demand ei in the 

half hour greater than L, L kWh can be considered 

supplied from the generation A kWh in the half hour, 

and for those remaining m consumers with demand ej 

less than L, their demand can be fully met from A, with 

L also satisfying: 

 ὃ ὲὒ В Ὡ  (1) 

 

For the initial trial described in the next section the tariff 

rates shown in Figure 1, and the rate for local generation 

of 6.5p/kWh, were implemented as ñvirtual tariffsò to 

mitigate risk and comply with UK restrictions on the 

number of tariffs a supplier can offer. The participants 

were given vouchers for the supermarket chain operated 

by the supplier equal in value to the savings they made 

on this tariff relative to their actual current tariff.  This 

also avoided any need for participants to change 

supplier. For the commercial trial described later, 

similar tariffs were fully operational with half-hour 

metering and settlement in place. 

THE SWELL
1
 TRIAL  

Demand response and metering system 

A total of 48 households were recruited to this trial 

which took place Oct 2015-Feb 2017. Of these, 14 had 

rooftop PV amounting to 45kWp providing the local 

generation, while 9 that did not have PV were equipped 

                                                           

1 This acronym refers to the Energy Local model in the 

cluster of villages Shrivenham, Watchfield and Longcot, 

where the trial took place.  

with 2kWh batteries. To execute the metering required 

for this scheme and enable the participants to make best 

use of the local generation and time-of-use tariffs a 

ñsmartò metering and control unit was installed in each 

household. Branded ñHestiaò this unit provided a 

display of the tariff rates on any convenient device 

connected to the household broadband, but modified the 

displayed rates with a dip during the middle of the day 

that reflected approximately the amount of local PV 

generation predicted to be available based on the 

overnight local weather forecast. It also provided 

displays of electricity consumption and generation over 

the last 24 hours for the household, the participant 

community as a whole, the aggregate community PV 

generation, and the PV generation for the household for 

those so equipped. To provide these displays metering 

data at one minute intervals was collected and processed 

in a central database.  A simplified view of the system is 

shown in Figure 2.  

 

 

 

Figure 2. SWELL system diagram 

 

The Hestia control unit also performed automatic 

demand response for controllable appliances as 

illustrated in Figure 2. Six of the participating dwellings 

had space heating provided by electrically-heated 

thermal storage heaters and hot water from an 

immersion-heated tank. Charging of these useful 

thermal energy stores was controlled such that user 

comfort requirements as expressed on the Hestia user 

interface were prioritised, but was otherwise optimised 

against a tariff-dependent signal from the database 

server that ensured cost effective use of local generation 

and the time-of-day tariff while preventing peaks in 

aggregate demand at tariff boundaries by randomizing 

dispatch of loads. This signalling and optimization 

methodology has been described in a previous CIRED 

paper [4]. The peaking risk that is mitigated has been 

identified in many simulation studies e.g. [5],[6]. 

 

All of the participants were given a ñsmart plugò for 

which the on/off status could be radio-controlled via a 

user interface provided by the Hestia unit. This allowed 

users to set a time window within which an appliance 

powered via the smart plug should operate, and the 


